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• Corrosion resistant 316 SS 
transducer with polyure-
thane or ETFE cable jacket

• 270 pound tensile strength 
cable, maintenance free 
breather tube and vent filter

• Rugged LD32 model fea-
tures large clog and damage 
resistant diaphram design

Features & Benefi ts Specifi cations

DeltaSpan™ Submersible Pressure Transmitter

The general purpose two-wire pressure transmitter is offered in 
two confi gurations for different liquid types and provides contact 
level measurement up to 46’ or 14m of water column. Select 
the LD31 for clean or relatively clean water, light weight oils and 
diluted chemical media. Application examples include ground 
water, ponds and wells. Select the LD32 for dirty, sludge or 
slurry media. Application examples include sewer or storm pump 
lift stations, storage and treatment with surface foam or debris 
where ultrasonic cannot be applied.

DeltaSpan Description

1

Dimensions

Range

-S_01: 0 to 5 psi (0.34 bar)
            0 to 11’ (0 to 3.4 m) wc
-S_11: 0 to 10’ psi (0.69 bar)
            0 to 23’ (0 to 7 m) wc
-S_21: 0 to 15 psi (2 bar)
            0 to 69’ (0 to 21.1 m) wc

Accuracy ± 0.25% of full span
Supply Voltage 13-30 VDC
Max. Loop Resistance 900 Ohms @ 30 VDC
Signal Output 4-20 mA, two-wire
Calibration None, fi xed span

Process Temperature F: 0° to 200°
C: -18° to 93°

Temp. Compensation Automatic
Proof Pressure 2 x full span
Burst Pressure > 35 x full span
Process Mount 1/2” NPT
Enclosure Rating NEMA 6 (IP67)

Probe Material
LD31: 316 SS, 316L SS & Buna-N 
w/PVC nose LD32: 316 SS, 316 SS 
& Buna-N

Cable Material S1_1: Polyurethane
S2_1: ETFE

Cable Type 2-conductor, shielded w/vent tube
Classifi cation General Purpose
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Ordering Information
FLO-CORP MODEL NUMBER BUILDER                                 For Assistance Call 330.468.0180

LD3 S
Use the diagram below, working from left to right to construct your Flo-Corp Model Number.  
Simply match the category number to the corresponding box number.
Example: LD31-S101 DeltaSpan Submersible Pressure Transmitter, Water 

& Light Oil Liquid Type, Polyurethane Cable Jacket, 
0 to 5 psi  (0 to 0.34 bar)Sensor Range 

STANDARD 
MODEL #

2 3

SENSOR RANGE

1 CABLE JACKET
1   Polyurethane
2   ETFE 

2

3

1

0   0 to 5 psi (0 to 0.34 bar)
1   0 to 10 psi (0 to .69 bar)
2   0 to 15 psi (0 to 1.0 bar)
3   0 to 20 psi (0 to 1.38 bar)   

Ordering Notes
1) For integral conduit termination and process mount, order the 
    LD90-1001 (2” NPT) or LD90-1061 (1 1/2” G) installation kit. Each 
    kit includes a PP junction box rated NEMA 4X, PP plug fi tting and 
    nylon cable connector.

Specifi cations are subject to change without notice.

Ph: 1.877.FLO.LINE
      1.877.(356.5463)
Fx:  330.468.0185

Flow Line Options Corp.
9009 S. Freeway Dr. #4
Macedonia, OH 44056

Shld
Vent (Clear)
Black (-)
Red (+)

LD31 Shown

LD32 Shown
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1 LIQUID
TYPE (1)
1   Water &
     light oil
2   Waste-
     water & 
     slurry 

1

LD90 Shown


