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•	 Compact XP enclosure 
with viewing window and 
dual conduit ports

•	 Narrow 3” beam 
diameter enables flexible 
installations:

•	 Rugged corrosion 
resistant PVDF transducer 
and process mount

•	 Fail-safe intelligence with 
diagnostic feedback for 
easy troubleshooting

•	 Display indicated air gap 
or level height distance in 
inch or centimeter units

 

Features & Benefits Specifications

EchoSafe™ Explosion-Proof Level Transmitter

FM approved explosion proof for use in hazardous applications, 
the two-wire ultrasonic transmitter provides non-contact level 
measurement up to 32.8’ or 10 m, and is well suited for challenging 
corrosive, slurry or waste liquids.   Push button calibrated, the 
transmitter is typically selected for atmospheric bulk storage, day 
tank and waste sump applications located within a classified area. 
Media examples include sodium hypochlorite, diesel fuel and paint.  
The integral display and push button module enable fast and simple 
calibration. 

EchoSafe Description
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Dimensions

Range XP88 8” tp 24.6’ (20 cm to 7.5 m)
XP89 8” to 32.8’ (20 cm to 10 m)

Accuracy ± 0.2% of Max. Range
Resolution 0.079” (2mm)
Beam width 3” (7.6cm) dia.

Deadband XP88: 8” (20 cm)
XP89: 8” (20 cm)

Display Type LCD, 6-digits
Display Units In, cm, %, ft, M
Memory Non-Volatile
Supply Voltage 18-28 VDC (loop)
Loop Resistance 250Ω Max @ 24 VDC
Signal Output 4-20 mA, Two-Wire
Signal Invert 4-20 mA or 20-4 mA
Configuration Push Button (3-Button)

Fail-Safe 4 mA, 20 mA, 21 mA, 22 mA or 
Hold Last

Process temp. F: -4° to 140°
C: -20° to 60 °

Temp. Comp. Automatic

Electronics Temp. F: -40° to 160°
C: -40° to 71°

Pressure 30 psi (2 bar)
Enclosure Rating NEMA 4X
Enclosure Material Aluminum
Window Material Glass
Transducer Material PVDF
Conduit Entrance Dual, 1/2” NPT
Mount Gasket Viton®
Compliance RoHs
Classification Explosion Proof

Approvals

FM: Class 1, Div 1
Groups A,B,C,D
Class II/III, Div 1
Groups E,F,G

www.�owlineoptions.com
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Ordering Information
FLO-CORP MODEL NUMBER BUILDER					            For Assistance Call 330.468.0180
Use the diagram below, working from left to right to construct your Flo-Corp Model Number.  
Simply match the category number to the corresponding box number.
Example: XP88-00

    EchoSafe, 7.5m (24.6’) Sensor Range, NPT Process Mount

STANDARD 
MODEL #

XP
1 2

PROCESS MOUNT(1)
0     NPT (US)

1 SENSOR RANGE
8    7.5m (24.6’)
9    10m  (32.8’)	

Ordering Notes
1) For installation on open tanks, order the LM50-1001 (2” NPT) side 
    mount bracket.
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2 Specifications are subject to change without notice.

Ph: 1.877.FLO.LINE
      1.877.(356.5463)
Fx:  330.468.0185

Flow Line Options Corp.
9009 S. Freeway Dr. #4
Macedonia, OH 44056

Configuration
DISPLAY

SELECT/FAST
Button

UNITS TANK SAFE VALUES HELP RUN

Inches
Centimeters
Percentage
Display

Height (4 mA)
Fill H (20 mA)
Reverse mA

Help

22 mA
21 mA
20 mA
4 mA
Hold

Setup 
Diagnostics

Reset

Contact

SELECT
Display Units

SELECT
4-20 Span

SELECT
Fail-Safety

SELECT
Diagnostics

SELECT
Help

EchoSafe Transmitter mounted on tank hatch 
through standard 2” bulkhead fitting.


