








Table 3: Flow Meter Capacities, GPM Liquid, Sp. Gr. = 1.00

1  This value designates flow range and connection size in the model number.  
2

3  Based on standard female NPT connection ports. Standard pipe adapters may be used to adapt meters to other pipe sizes without affecting accuracy.
4  The over-read section of the scale is at reduced resolution, and meters are not calibrated in this zone.
5  These are minimum values, and larger increments may be used toward the top end of the scale on some models.

  This range represent the meter’s flow range (Min-Max). Accuracy & turndown statements are based on the full scale value.

Flow Meter Capacities, SCFM Air, @ 100 PSIG, 70°f.
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 Service (1)

Meter Material

 

Capacity Designator (2)

Connection Type (4)

Scaling Options (5)

O-Ring Material

Additonal Options

B) Brass
S) T-316 Stainless Steel

L) Liquid
G) Gas

B) Buna-N
E) EPR (Ethylene Propylene)
N) Neoprene
S) Silicone

C) Corrosion Resistant Mylar
P) Percent of Flow
M) Multiple Scales
X) Other

T) Female NPT Threaded
F) ANSI 150lb Flange

N) None
C) 1% Calibration
GB###) Brass Pressure Gage
GS###) T-316 Pressure Gage
M) Panel Mount Kit
BT) Teflon Buffer

Note: Match 
color with 
connection size.

GPM Liquid SCFM Air
00) 0.04 - 0.8 0.5 - 10.2  
01) 0.06 - 1.2 0.6 - 14  
02) 0.08 - 1.64  1 - 20
03) 0.1 - 2.6 1 - 26
04) 0.15 - 3.8 1 - 35
05) 0.2 - 5.4  2 - 50 
06) 0.2 - 7 3 - 70
07) 0.2 - 10 4 - 85
08) 0.6 - 14 6 - 125 
09) 0.5 - 23 6 - 160 
10) 0.5 - 11  4 - 260 
11) 0.7 - 15 1.5 - 25
12) 1 - 21 1 - 31
13) 0.5 - 35  2 - 40  
14) 1 - 50 3 - 70
15) 2 - 70  4 - 100 
16) 3 - 90 5 - 140
17) 4 - 120 5 - 175 
18) N/A 6 - 250
19) N/A 2 - 310
20) N/A 7.5 - 390
21) N/A 10 - 510
22) N/A 35 - 750
23) N/A 20 - 1000

Connection Size (3)

04) 1/2”
06) 3/4”
08) 1”
12) 1 ”
16) 2”

Ordering Notes

1) Select the best configration based on your requirements.
2) Sizing is based on GPM Liquid, Sp. Gr. = 1.00 or SCFM Air @ 
3) Connection Size is based on Capacity - Colors must match to ensure compatibility.
4) If you require a Special Connection (X), please consult factory with requirements.
5) For digital or custom scaling, select Other (X) and note the following requirements:
    Digital Display: Requires MFT Two-Wire Transmitter (See MFT) 
    Custom Scale: Requires Flow Application (Consult Factory)
 

W) Socket Weld
X) Special Connection

T) Teflon
V) Viton
G) Geothermal EPR

TR) High-Temp Raceway
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*NOTE: Dimensions "J" & "I" are based on 150# R. F. flanges in 
steel or stainless. Flo-Corp can provide flanges in these 

materials or brass, or in other types and ratings. PRESSURE 
RATINGS for flanged meters WILL be different than those shown 

in Table 5 on Page 6. Please consult Flo-Corp for details. 

Note:  All dimensions are in inches, with a tolerance of ±0.03" on threaded models, ±0.20" on flanged units. 
Flow Line Options can also supply flow meters with other size flanges, special inlet & outlet piping runs, pipe & tube adapters, etc. 
For pricing information, please contact Flow Line Options with requirements.




