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 Service (1)

Body Material

 

Ordering Notes
1) Select the best configration based on your requirements.
2) Sizing is based on GPM Liquid, Sp. Gr. = 1.00 or SCFM Air @ 
3) Connection Size is based on Capacity - Colors must match to ensure compatibility.
4) If you require a Special Connection (X), please consult factory with your requirements.
5) For digital or custom scaling, select Other (X) and note the following requirements:
    Digital Display: Requires MFT Two-Wire Transmitter (See MFT) 
    Custom Scale: Requires Flow Application (Consult Factory) 

 

  

Sight Tube Material

Capacity Designator (2)

Connection Type (4)

Scaling Options (5)

O-Ring Material

Additonal Options

U) Polysulfone
M) Metal

L) Liquid
G) Gas

C) Corrosion Resistant Mylar
P) Percent of Flow
M) Multiple Scales
X) Other

T) Female NPT Threaded
F) ANSI 150lb Flange
X) Special Connection

N) None
C) 1% Calibration
GB###) Brass Pressure Gage
GS###) T-316 Pressure Gage
M) Panel Mount Kit
BT) Teflon Buffer

Note: Match color 
with connection size.

GPM Liquid SCFM Air
00) 3 - 70 30 - 750
01) 3 - 100  40 - 1000  
02) 6 - 150  50 - 1750  
03)
04)

3 - 100 40 - 1000

05)
6 - 150 50 - 1750

06)
10 - 200  100 - 2300  

07)
14 - 300  150 - 3500  

08)
5 - 100  50 - 1200  

09)
10 - 200  100 - 2300  

10)
14 - 300  150 - 3500  

11)
15 - 400  200 - 4600  
20 - 500  230 - 5750  

B) Brass
S) T-316 Stainless Steel
F) Steel

B) Buna-N
E) EPR (Ethylene Propylene)
N) Neoprene
S) Silicone
T) Teflon
V) Viton
G) Geothermal EPR

Connection Size (3)
16) 2”
20) 2 ”
24) 3”
32) 4” TR) High Temp Raceway
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